Wedge 441™ connection | 5” TO 7½”

TenarisHydri Wedge 441™ is a threaded and coupled slim line connection for unconventional applications. Superior torque and high clearance combination makes it optimum for slim wells without gas sealability requirements.

TenarisHydri Wedge 441™, designed for production casing in shales, has the slimmest OD in the market, comparable to that of an integral joint. The reduced coupling OD allows the use in clearance restricted applications. Additionally, the Wedge thread profile and shoulder back-up provides exceptional torque capability and robustness for handling rotation in longer laterals.

With a reliable design based on field needs and validated through FEA, the Wedge 441™ connection has been evaluated according to the full-scale Tenaris Testing Protocol for Multi-Fractured Horizontal Wells (MFHW), to simulate fracking and production loads.
FEATURES
- Slim coupling resulting in OD comparable to that of integral connections.
- TenarisHydril Wedge thread design provides maximum overtorque capacity to manage longer laterals.
- Pin-to-shoulder back up mechanism granting additional torque capability to handle rotation.
- Robustness of Wedge profile reduces number of rejects / re-make ups
- 81.5% tension and compression efficiency.
- Low TPI thread profile and deep stabbing for speed of installation, with 15 sec/joint spinning time.
- Reduced hoop stresses on coupling compared to BTC profile connections.
- 15° standard bevel.
- Tested under Tenaris MFHW protocol, in alignment with API TR 5SF.
- Compatible with Wedge 461™ pins.

APPLICATIONS
- Production casing and liners
- Shales
- Rotating while cementing
- Clearance restricted applications

For further information please visit
www.tenaris.com

Tenaris has produced this flyer for general information only. While every effort has been made to ensure the accuracy of the information contained within this publication, Tenaris does not assume any responsibility or liability for any loss, damage, injury resulting from the use of information and data herein. Tenaris products and services are only subject to the Company’s standard Terms and Conditions or otherwise to the terms resulting from the respective contracts of sale, services or license, as the case may be. The information in this publication is subject to change or modification without notice. For more complete information please contact a Tenaris’s representative or visit our website at www.tenaris.com. Version 02 / September 2020. ©Tenaris 2020. All rights reserved.